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1. Tén miu : KEO CHA RON MINSANDO UNICORN MSD-KCR-RED
Name of sample
2. MO td mau : - MAu thir nghiém do khach hang ldy mau, tén mau va théng tin mau do
Description khach hang cung cAp. / Testing sample was sampled by customer, sample
name and sample information were supplied by customer.
-20 kg
3. $6 luong mau 01
Quantity
4. Ngay nhan mau : 07/06/2024
Date of receiving
5. Noi giri méu : CONG TY CO PHAN SAN XUAT VAT LIEU XAY DUNG MINSANDO
Customer Poi 3, Thon Phi Thinh, X4 Thuy Van, Thanh phd Viét Tri, Tinh Phit Tho
6. Thoi gian thir nghiém : 10/06/2024 — 10/07/2024
Testing duration
7. Phuong phap thu : TCVN 7899-4 : 2008
Test method

8. Diéu kién thir nghiém/ Test condition:
- Ty 1é tron/ Ratio of mixing: Nutc/ Water : Bot/ powder = 36,5 % (theo khdi lwong/ By weight)
- Didu kién nhiét do [t] va d6 4m tuong déi [RH] bao dudng mau
Temperature [t] and relative humidity [RH] condition.
o Phong trdn mau va thir maw Mixing room and testing room: t = [27 £ 2] °C; RH =[60 £ 10] %
9. Két qua thir nghiém : Xem trang/ See page 02/02
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9. Két qua thir nghiém
Test results
Tén chi tidu MCL Két qua thir nghiém
Characteristics Test result

9.1. Cudng db nén trong diéu kién chudn, MPa
Compressive strength in standard conditions
o 28 ngay/ days #15 234

9.2. Cudmg do udn trong didu kién chudn, MPa
Flexural strength in standard conditions
o 28 ngay/ days >2,5 51

9.3. B hat nude/ Water absorption, g
e Sau/ Affer 30 min <5 4,8
e Sauw/ After 240 min <10 9.9

9.4. P) co ngdt sau 28 ngay, mm/m <3 1,50 M
Shrinkage after 28 days

9.5. D mai mon séu, mm’ <1000 633
Resistance to depth abrasion
o Chiéu dai rinh mai/ Length of the groove, mm - 42,2

Ghi ch/ Note:

MCL: Mic chi tidu chit lugng ctia vita chit mach loai CG2A theo TCVN 7899 —3 : 2008
Criteria of grout type CG2A conform with TCVN 7899 — 3 : 2008
(1) Mau bi co lai/ The specimens were shrunk v

g (BoA)-Vi
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